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4" Corrugated Commercial Grain Bin 

LADDER, SAFETY CAGE, AND PLATFORM USAGE CHART 
THE CHART BELOW SHOULD BE IN CONJUNCTION WITH THE DIAGRAMS ON THE PREVIOUS PAGE. 
FOLLOW THE PROPER LETTER DESIGNATION FROM THE DIAGRAM TO THE CHART FINDING THE 
PROPER RING GRAIN BIN AND USE THE AMOUNTS OF LADDERS AND SAFETY CAGES SHOWN  IN CHART 
BELOW. FOR SAFETY CAGE BELL SECTION SIZE (24" OR 48") SEE  PAGE 83. 

4.00" COMMERCIAL LADDER OFFSET CHART 
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A PLATFORM LOCATED IN RING:  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
4 FT. LADDER SECTION  5  6  6  7  7  7  8  8  6  6  6  7  7  7 
BELL SAFETY CAGE  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
SAFETY CAGE 4' SECTION  1  2  2  3  3  4  4  4  2  2  2  3  3  3 
PLATFORM PACKAGE  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
EAVE SAFETY CAGE  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
DIMENSION A  176" 220" 220" 264" 264" 308" 352" 352" 220" 220" 220" 264" 264" 264" 
B PLATFORM LOCATED IN RING:  5  6  6  7  7  8  9  9  6  6  6  7  7  7 

4 FT. LADDER SECTION  7  7  8  8  9  9  9  10  9  9  9  9  10  10 
BELL SAFETY CAGE  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
SAFETY CAGE 4' SECTION  2  2  3  3  4  4  4  5  4  4  4  4  4  4 
PLATFORM PACKAGE  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
EAVE SAFETY CAGE  1  1  1  1  1  1  1  1  1  1  1  1  1  1 
DIMENSION B  227" 227" 271" 271" 315" 315" 315" 359" 308" 308" 308" 308" 352" 352" 

C  PLATFORM LOCATED IN RING:  13  13  13  14  15  15 
4 FT. LADDER SECTION  7  8  9  9  9  10 
BELL SAFETY CAGE  1  1  1  1  1  1 
SAFETY CAGE 4' SECTION  2  3  4  4  4  5 
PLATFORM PACKAGE  1  1  1  1  1  1 
EAVE SAFETY CAGE  1  1  1  1  1  1 
DIMENSION C  227" 271" 315" 315" 315" 359"



88  PNEG­1420    Ladder, Safety Cage, & Platforms 

4" Corrugated Commercial Grain Bin 

INSIDE STARTER BRACKET & LADDER PLACEMENT 

Refer to the diagram at right and 
follow the correct dimensions as 
shown. The ladder starter brackets 
must be located in line with the hori­ 
zontal seam. Check your 4 foot ladder 
section to make sure the ladder rung 
dimples are to the top surface and 
attach to the starter brackets using the 
hole located 1"  from top of the ladder. 
Now all standoff brackets must be 
installed every 22" and attached to 
each 4 foot section required. 

LDR-4346 L.H. 
LDR-4347 R.H. 
Starter Brackets 

Additional Nuts 
Required to 
support Starter 
Brackets & 
Standoff Brackets 

Field Drill 
(1) 3/8” Hole 

4 Foot 
Ladder 
Section 

LDR-4314 
Standoff Bracket 

Inside Starter Bracket & Ladder Placement 

4” 

22” 

2” 

1” 

3/8” Field 
Drilled 
Holes 

INSIDE LADDER PLACEMENT 

The inside ladder package includes the 
ladder, starter brackets, and double the 
amount of standoff brackets as the outside 
ladder package. Begin by positioning the 
ladder directly under the manhole roof 
panel and install the starter brackets as 
shown below. Place the standoff brackets 
every 22" vertically on the sidewall sheets 
using the horizontal seam holes for every 
other hole location.  Use 5/16" x 3/4" bin 
bolts to attach the standoff brackets to the 
sidewall of the grain bin. 

INSIDE OF GRAIN BIN 

NOTE: Refer to the general detail 
section at the beginning of this 
manual for additional details for stand­ 
off bracket to ladder assembly. 

INSIDE LADDER INSTALLATION 
(WITHOUT STIR­ATOR) 

INSIDE 
LADDER 

MANWAY PANEL
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4" Corrugated Commercial Grain Bin 

INSIDE LADDER SUPPORTS 

After completing the inside ladder it will 
be necessary to support the bottom of 
the ladder to the concrete.  Depending 
on the actual installation, the amount of 
support may vary. The supports are not 
supplied by the manufacturer. If a bin 
sweep is to be used in the grain bin, 
other considerations may be necessary 
to assure there is no interference with 
the equipment. 

Supports are not 
supplied by GSI. 

INSIDE LADDER STANDOFF 
BRACKET REQUIREMENTS 

Field drilling will be necessary for the 
standoff brackets located in the middle of 
the sidewall sheet. Drill (2) 3/8" diameter 
holes directly in line with the horizontal 
seam holes 18­3/4" apart. Continue down 
the sidewall with standoff brackets at every 
22" spacing.  Refer to the diagram. 

LDR-4346 
L.H. Starter Bracket LDR-4347 

R.H. Starter Bracket 

LDR-4314 
Ladder 
Standoff 
Bracket 

22” Typ. 

18-3/4” Typ. 
22” Typ.
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INSIDE LADDER INSTALLATION 
(FOR STIR­ATOR OPTION) 

INSIDE LADDER PLACEMENT 

The inside ladder package for Stir­Ator 
option includes the ladders and double 
the amount of short standoff brackets. 
Begin by positioning the ladder directly 
under the manhole roof panel and install 
the top standoff bracket as shown below. 
Then, place the standoff brackets every 
22" vertically on the sidewall sheets 
using the horizontal seam holes for every 
other hole location. Use 5/16" x 3/4" bin 
bolts to attach the standoff brackets to the 
sidewall of the grain bin. 

INSIDE STANDOFF BRACKET 
& LADDER PLACEMENT 

Refer to the diagram at right and follow 
the correct dimensions as shown. The 
top Standoff Bracket should be in line 
with the top horizontal seam. Check your 
4 foot ladder section to make sure the 
ladder rung dimples are to the top sur­ 
face and attach to the standoff bracket 
(see genereal details section.) Now all 
standoff brackets must be installed every 
22" and attached to each 4 foot section 
required. 

NOTE: Refer to the general detail section 
at the beginning of this manual for 
additional details for standoff bracket to 
ladder assembly. 

Additional 
Nuts 
Required to 
support 
Standoff 
Brackets 

4 Foot 
Ladder 
Section 

LDR-4200 
Short Standoff 
Bracket 

22” 
Typ. 

Top 
Horizontal 
Seam 

3/8” Field 
Drilled 
Holes (every 
other hole) 

INSIDE OF GRAIN BIN 

INSIDE 
LADDER 

MANWAY PANEL
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INSIDE LADDER STANDOFF BRACKET REQUIREMENTS 

Field drilling will be necessary for the standoff brackets located in the middle of the 
sidewall sheet. Drill (2) 3/8" diameter holes directly in line with the horizontal seam holes 
18­3/4" apart. Continue down the sidewall with standoff brackets at every 22" spacing. 
Refer to the diagram at the right. 

LDR-4200 
Short Standoff Bracket 

18-3/4” 
Typ. 22” Typ.
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NOTES
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The GSI Group, Inc. Warranty 

THE GSI GROUP, INC. (“GSI”) WARRANTS ALL PRODUCTS WHICH IT MANUFACTURES TO 
BE FREE OF DEFECTS  IN MATERIAL AND WORKMANSHIP UNDER NORMAL USAGE AND 
CONDITIONS FOR A PERIOD OF 12 MONTHS AFTER RETAIL SALE TO THE ORIGINAL END 
USER.  THE PURCHASER’S SOLE REMEDY AND GSI’S ONLY OBLIGATION SHALL BE TO 
REPAIR OR REPLACE, AT GSI’S OPTION AND EXPENSE, PRODUCTS THAT, IN GSI’S SOLE 
JUDGMENT, CONTAIN A MATERIAL DEFECT DUE TO MATERIALS OR WORKMANSHIP. 
ALL DELIVERY AND SHIPMENT CHARGES TO AND FROM GSI’S FACTORY WILL BE 
PURCHASER’S RESPONSIBILITY.   EXPENSES INCURRED BY OR ON BEHALF OF THE 
PURCHASER WITHOUT PRIOR WRITTEN AUTHORIZATION FROM AN AUTHORIZED 
EMPLOYEE OF GSI SHALL BE THE SOLE RESPONSIBILITY OF THE PURCHASER. 

EXCEPT FOR THE LIMITED WARRANTY EXPRESSED ABOVE, GSI MAKES NO FURTHER 
WARRANTY OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING, WITHOUT LIMITATION, 
WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR 
USE IN CONNECTION WITH (I) PRODUCT MANUFACTURED OR SOLD BY GSI OR (ii) ANY 
ADVICE, INSTRUCTION, RECOMMENDATION OR SUGGESTION PROVIDED BY AN AGENT, 
REPRESENTATIVE OR EMPLOYEE OF GSI REGARDING OR RELATED TO THE 
CONFIGURATION,  INSTALLATION, LAYOUT,  SUITABILITY FOR A PARTICULAR PURPOSE, 
OR DESIGN OF SUCH PRODUCTS. 

GSI SHALL NOT BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL OR 
CONSEQUENTIAL DAMAGES, INCLUDING, WITHOUT LIMITATION, LOSS OF ANTICIPATED 
PROFITS OR BENEFITS.  PURCHASER’S SOLE AND EXCLUSIVE REMEDY IS AS SET FORTH 
IN THE LIMITED WARRANTY EXPRESSED ABOVE, WHICH SHALL NOT EXCEED THE 
AMOUNT PAID FOR THE PRODUCT PURCHASED.   THIS WARRANTY IS NOT 
TRANSFERABLE AND APPLIES ONLY TO THE ORIGINAL PURCHASER.   GSI SHALL HAVE 
NO OBLIGATION OR RESPONSIBILITY FOR ANY REPRESENTATIONS OR WARRANTIES 
MADE BY OR ON BEHALF OF ANY DEALER, AGENT OR DISTRIBUTOR OF GSI. 

GSI ASSUMES NO RESPONSIBILITY FOR CLAIMS RESULTING FROM ERECTION DEFECTS 
OR UNAUTHORIZED MODIFICATIONS TO PRODUCTS WHICH  IT MANUFACTURED. 
MODIFICATIONS TO PRODUCTS NOT SPECIFICALLY DELINEATED  IN THE MANUAL 
ACCOMPANYING THE EQUIPMENT AT  INITIAL SALE WILL NULLIFY THE PRODUCT 
WARRANTY THAT MIGHT HAVE BEEN OTHERWISE AVAILABLE. 

THE FOREGOING WARRANTY SHALL NOT EXTEND TO PRODUCTS OR PARTS WHICH 
HAVE BEEN DAMAGED BY NEGLIGENT USE, MISUSE, ALTERATION OR ACCIDENT.  THIS 
WARRANTY EXTENDS SOLELY TO ONLY PRODUCTS MANUFACTURED BY GSI.  THIS 
WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES EXPRESS OR 
IMPLIED.  GSI RESERVES THE RIGHT TO MAKE DESIGN OR SPECIFICATION CHANGES AT 
ANY TIME. 

PRIOR TO  INSTALLATION, PURCHASER HAS THE RESPONSIBILITY TO COMPLY WITH 
ALL FEDERAL, STATE AND LOCAL CODES WHICH MAY APPLY TO THE LOCATION AND 
INSTALLATION OF PRODUCTS MANUFACTURED OR SOLD BY GSI. 
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